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PRODUCT INFORMATION 
 
Product  Double Sided PE White Foam Tape 
Brand Star 
Product Description Double Sided PE White Foam Tape is manufactured from polyethylene foam coated with synthetic rubber adhesive 
Construction Backing  - Polyethylene closed cell foam 

Adhesive - Synthetic rubber adhesive  
Colour 
 

- White release liner on white foam 
 
 
 

Sizes Standard widths 12 mm, 18 mm, 24 mm,   
Standard lengths 1 m, 8 m 
Core size (ID) 3 inch (Equivalent to 76 mm) 

Packing 
 

Width  x Length Rolls/Carton   
12 mm x 1 m 30   

 18 mm x 1 m 25   
 24 mm x 1 m 20   
 12 mm x 8 m 144   
 18 mm x 8 m 96   
 24 mm x 8 m 72   
Physical Properties Adhesion to Steel 1000 g/ 25 mm 

Holding power 12 hours 
Total thickness  1.0 mm 
The technical information exhibited above represent average values obtained in our laboratory testing only and should not be used for specifications 
purposes. 

Features Versatile for mounting light objects on wide variety of surfaces 
Mounting lead on alloy wheels 
General purpose indoor application 

Storage Condition To be stored at room temperature. Keep away from prolonged exposure to direct sunlight. 
Important Notice Loytape Industries Sdn Bhd does not accept any responsibility directly or indirectly for any consequential loss or 

damage as a result of our recommendations. You are hereby advised to conduct your own tests to determine the 
suitability of the products for your applications. 

 Manufactured under Loytape  strict quality system registered under ISO 9001  
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